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1. Energy-efficient household appliances 
 
The minimum efficiency classes for the eligibility of electrical appliances shown in the following 
table are revised regularly. If you have any comments, please send them to 
klimapakt@naturpark-our.lu . 
 

Eligible efficiency classes 

Purchase date Refrigerator Freezer Washing 
machine 

Dishwasher 

from until     

01.01.2025 current A B A A 

 
 

2. Overview of eligible room thermostats 
 

▪ Only room thermostats that can perform dynamic hydronic balancing are subsidised - 

this must have been certified by an independent testing institute. 

▪ The list of manufacturers and models shown below is not exhaustive. Many new 

products are currently coming onto the market.  

▪ If a product is not included in the list, please send a test enquiry to 

klimapakt@naturpark-our.lu with the following details before purchasing: 

-  Manufacturer & product (internet link to the product if applicable) 

- Confirmation from the testing institute regarding the capability of dynamic 

hydronic balancing (internet link to test confirmation if necessary; if in doubt, 

please ask the manufacturer)  

- First name & surname of the applicant 

- Residence of the applicant (municipality) 

- Contact details of the applicant (e-mail or telephone) 
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Manufacturer  Models (examples not exhaustive) Testing 
institute 

Homematic IP Evo Fraunhofer 
IEE 

blossom-ic Avalon+ 
Hera+ 

TÜV 
Rheinland 

termios Termios Pro HVAC 
Stuttgart 

KALO Smart thermostat TÜV 
Rheinland 

Danfoss Dynamic Valve 
Eco 
Icon 24V OTA 
Ally 

TÜV 
Rheinland 

Viessmann ViCare TÜV 
Rheinland 

 

 
 

3. Balcony power stations 

 
The following criteria currently apply to photovoltaic modules so that they can be subsidised as 
balcony power plants:  

- "CE" certification of the modules 
- Max. 799 watts AC power (AC refers to the feed-in line, which means that the 

module power can also be higher) 
- Residual current circuit breaker must be present in the circuit 

 
 
 
 
 
 

 


